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SPECIFICATIONS

KF1268
Single handle Pull Out kitchen faucet

Description
• Solid brass construction
• Ceramic disc cartridge
• Ergonomic Pull out spray
 2 modes, regular stream or spray
• 3/8” Stainless Steel braided flexible supplies
• 90° swivel spout
• High quality 60” nylon hose with ball joint
• Single hole installation
• Integral check valves
• Quick installation system

Maximum flow rate
• 8.3 liters/min. (2.2 gallons/min.)

Colors (Finishes)
• Chrome : KF1268-110

WARRANTY
The Kalia faucets carries a limited LIFETIME 
warranty to be free of defects in material and 
workmanship for normal residential use.

Weight

Spray hose 3/8’’ male compression �tting

Mounting screw

222 mm
(8 3/4’’)

83 mm
(3 1/4’’)

51 mm
(2’’) max.

1 1/4-16UN-2A

Requires diameter hole
35 mm (1 3/8’’) à 38 mm (1 1/2’’)

164 mm
(6 1/2’’)

213 mm
(8 3/8’’)

 244 mm
(9 5/8’’)

660 mm
(26’’)

54 mm
(2 1/8’’)

45°

45°

Installation Notes
• Install this product according to the installa-

tion guide

Packaging
• Dimensions : 415mm x 242mm x 80mm 

(16 1/4” x 9 1/2” x 3 1/8”)
• Volume : 0.28 pi³ (0.008 m³)
• Total weight : 3 kg (6.6 lbs)
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