
2"
(51 mm)
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FEATURES
 ● Includes test cap and mud guard
 ● Can be installed without required fl oor-mount         
bath fi ller

 ● For use with the One™, Pinna Palletta®, Pure 
Palletta® and the For Town fl oor-mount bath fi llers

Multi-Faucet Mounting Block
P20511

SPECIFIED MODEL
Model Description Finishes
P20511-00 Multi-Faucet Mounting Block   NA
Recommended Accessories

P24418-00 One Freestanding Bath Faucet
  CP Polished Chrome   AD Nickel Silver   AG Brushed Nickel
  GN Gunmetal   ULB Unlacquered Brass

P24977-CPH Pinna Paletta Freestanding Bath Faucet w/Polished 
Chrome Accent   CP   Polished Chrome

P24977-AD Pinna Paletta Freestanding Bath Faucet w/Nickel Silver Accent   AD   Nickel Silver

P24977-ADW Pinna Paletta Freestanding Bath Faucet w/Antique Nickel Accent   AD   Nickel Silver

P24977-ABW Pinna Paletta Freestanding Bath Faucet w/Antique 
American Bronze Accent   BZ   Antique Bronze

P24977-ULB Pinna Paletta Freestanding Bath Faucet w/Unlacquered 
Brass Accent   ULB   Unlacquered Brass

P24978-00 Pure Paletta Freestanding Bath Faucet
  CP Polished Chrome   AD Nickel Silver   AG Brushed Nickel
  BZ Antique Bronze   ULB Unlacquered Brass

P22729-00 For Town Freestanding Bath Faucet   CP Polished Chrome   AD Nickel Silver

INSTALLATION NOTES
Concrete can be used as the fl oor support. Requires 3/16" masonry drill bit and 
six 1/4" x 1-3/4" concrete screws, not included.

CODES/STANDARDS APPLICABLE
Specifi ed model meets or exceeds the following:

 ● ASME A112.18.1/CSA B125.1


